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SPECIFICATION S  

Description  Wireless Receiver 
Power Source  DC 9V (AC Adapter) Standby: 1W Operating: 2W 

Chime Tone  Tone (x3) Alarm (x1) 
Volume  Adjustable (5 Levels) 0 – 80 dB 

Status Indicator  Green LED Power Indicator Red LED Zone Indicator (x3) 
Relay Output  50V AC 1A max 24V DC 1A max 
Output Timer  off 1 sec 5 secs 30 secs 60 secs utility 

Frequency  418 MHz 
Operating Temperature  15⁰ F - 104⁰ F 

Installation Location  Indoor 
Accessories  AC Adaptor Mounting Screw (x1) 

Weight  6 oz 
 

LAYOUT  

   
   

 
 

QUICK SETU P  

1. Setup your system by wiring any optional components (counter display, wireless pulse counter, count recorder, etc.). 

 Refer to the PC-PIR15 guide for more information. 
2. Mount the receiver (page 2). 
3. Apply power to the receiver (page 2). 
4. Teach the sensor (transmitter) code(s) to the receiver (page 2). 

 Refer to the SS-TD10 guide for more information on the transmitter. 
5. Test operation of the system (page 3). 
6. Make optional terminal/relay connections (page 4). 
7. Make optional adjustments to the receiver (page 4).  
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MOUNTING ME TH OD S  
 

VERTICA L MOUN TING (RECOMMENDED )  HO RIZO NTAL MOUNTIN G  

1. Insert a screw into a 
vertical surface. 

 Leave some length 
out for hanging. 

2. Hang the SS-RC10, using 
the mounting hole on the 
back of the receiver.  

1. Pull out the stand on 
the back of the SS-RC10. 

2. Place on any flat 
surface. 

 
 

APPLYING POWER  
 

PLU G IN  

1. Connect the power adaptor (supplied with the system) to an AC 
outlet and to the receiver. 

2. Connect any additional power supplies (provided with optional 
components). 

3. Slide the power switch to the ON position (located on side of unit). 
 

LOW BATTE RY IND ICA TION  

The receiver’s zone indicators will flash whenever a connected transmitter has a low battery. The receiver will also sound 
the corresponding zone chime, followed by two beeps. Flashing of indicator(s) will persist until either the affected 
transmitter’s battery is replaced or Switch 2 is pressed. While the indicators are activated for low-battery notification, 
various adjustment modes on the receiver cannot be accessed. However, there is no need to make adjustments after 
replacing batteries. Checking the transmitter’s status indicator (for a particular zone) is recommended to identify a low-
battery transmitter. 
 
Note: If the low-battery indicator is activated, replace the transmitter’s batteries even if they are less than 2 years old. 
 

TEACHING TRANSMITTE R CODES TO A RE CEIVE R  
 
If the receiver was shipped with a transmitter, it will be preprogrammed with the transmitter’s code, set for Zone #1 (no 
programming needed). Verify the transmitter’s battery is installed, and then test the programming by waving your hand in 
front of the transmitter. If functioning properly, the receiver will chime and the counter (if installed) will count once for 
each hand wave (allow a 2-second delay for the transmitter to reset between waves). To change the zone for the 
transmitter, or teach codes to additional transmitters, the receiver will need to be programmed. 
 

PRO GRAMMING  

1. Activate Learn Mode on the receiver. 

 If not preprogrammed, the SS-RC10 defaults in Learn Mode – no action is necessary. 

 To change programming, hold down Switch 1 until the power indicator flashes. 
2. Select the zone by pressing Switch 2 until the desired zone indicator highlights. 
3. Activate the associated transmitter by waving your hand in front of the face. 
4. Return to Normal Operation by pressing Switch 2 until only the green power indicator is lit (not flashing). 
5. Teach additional zones by repeating steps 2-3. 
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PRO GRAMMING NOTES  

 When teaching a transmitter, the chime will sound once to indicate that the transmitter is activated. 

 Each zone can receive a maximum of 3 transmitters. 

 Each zone’s indicator flash depicts its associated transmitters’ status: 
o Rapid Flash (same as power indicator) – No transmitter code 
o Slow Flash (once every second) – 1 transmitter code is assigned to the selected zone. 
o Double Flash – 2 transmitter codes are assigned to the selected zone. 
o Triple Flash – 3 transmitter codes are assigned to the selected zone. 

 One transmitter cannot activate the chime for more than one zone. 

 Turning off devices, or losing power, will not affect the transmitter or the receiver’s code memory. 

 After returning to Normal Operation, test each transmitter with its corresponding receiver zone by waving your 
hand in front of the transmitter to activate it. If operating correctly, the receiver chime should sound and the zone 
indicator will flash. 

 

ERA SIN G CODES FRO M THE  RECE IVE RΩS  ME MO RY  

1. Press and hold Switch 1 until the power indicator flashes. 
2. Press Switch 2 until the desired zone indicator is lit. 
3. Press Switch 1 to erase all programming for that zone. 

 The zone’s indicator will flash rapidly to indicate no transmitter code is taught. 
4. Return to Normal Operation by pressing Switch 2 until all zone indicators are off and only the power indicator is lit. 
 
Note: To erase all programming, and return to factory settings, press and hold Switch 1 while simultaneously turning on the 
receiver. 
 

ZONE DES CRIPTIONS  

Note: This section references Terminal and Relay Outputs. For more information, refer to Adjusting Terminal/Relay Output 
Duration – page 4. 
 
Regular Mode 

 Zone Chime Output Latch 

1 Tone 1 Timed Relay None 

2 Tone 2 Timed Relay None 

3 Tone 3 Timed Relay None 

4 Continuous Tone Terminal Continuous Until Deactivated* 
Utility Output Mode 

 1 Tone 1 Only None None 

2 Tone 2 Only None None 

3 None Timed Relay Only (5 secs) None 

4 Continuous Tone Terminal Continuous Until Deactivated* 
*Deactivated by pressing Switch 2. 
 

TESTING THE SYSTE M  
 
If installed properly, the chime will sound once and the optional counter will count once for each time a unit crosses the 
sensing area. Two units crossing simultaneously are counted as one. There must be, at least, 2 seconds between units for 
each to be counted separately. If the receiver counts more than once for one unit, then adjust the sensing area by 
correcting alignment, changing the sensing pattern, or reducing the sensing area (refer to the SS-TD10 guide). 
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MA KING TERMINA L/RE LAY CONNEC TIONS  
Optional external devices (PC-Display, PCDL-1000 Count Recorder, and PCW-PC4) connect to the SS-RC10 via the terminal 
connection. To set up, use the 2-lead black/white-jacketed cable and connect the black lead to the COM terminal and the 
white lead to the N.O. terminal. The SS-RC10 may be damaged if the terminals contact metal objects. 
 

    
1. Remove the terminal 

connection cover. 
2. Use the COM-N.O. 

terminal. 
3. Remove knockouts if 

necessary for wiring. 
4. Close the terminal 

connection cover. 
 

MA KING ADJU STME NTS  
 

ADJUSTIN G VO LUME  

1. While in Normal Operation, press Switch 2 to activate the volume adjustment for zones 1 – 3. 

 The power indicator light will turn off. 

 Chime volume for zones 1 – 3 can only be set as a group. 
2. Volume decibels are indicated by zone LEDs. Press Switch 2 to toggle through the different volumes. 

 Level 0: No zone indicators are lit – volume is at 0 dB (a chirp will sound to indicate No Chime). 

 Level 1: Zone 1 indicator is lit – volume is at 20 dB 

 Level 2: Zone 2 indicator is lit – volume is at 40 dB 

 Level 3: Zone 3 indicator is lit – volume is at 60 dB 

 Level 4: Zone 1 – 3 indicators are lit – volume is at 80 dB 
3. After 5 seconds of non-action, the receiver will return to Normal Operation. 
Note: Zone 4 is programmed separately. To program, press and hold Switch 2 for 5 seconds (or until current volume setting 
is relayed by its level indicator), then toggle through the different decibel levels (as dictated above) for volume adjustment. 
 

ADJUSTIN G TE RMINA L/RELAY OUTPUT DU RA TION  

 Regular Output Mode (default) 
o Terminal output duration can be set for zones 1 – 3 only as a group.  
o Zone 4 always latches until it is reset by pressing Switch 2. 

 Utility Output Mode 
o 5-second terminal output is only for zone 3.  
o Zones 1 and 2 will only chime. 
o Zone 4 will latch the terminal output until it is reset by pressing Switch 2. 
o Output durations are indicated by zone LEDs. 

1. Press Switch 1 twice to activate Terminal Output Duration mode. 
2. Press Switch 2 to toggle through the different output durations. 

 No Output: No zone indicators are lit 

 1 Second: Zone 1 indicator is lit 

 5 Seconds: Zone 2 indicator is lit 

 30 Seconds: Zone 3 indicator is lit 

 60 Seconds: Zone 1 – 3 indicators are lit 

 Utility Output Mode: Zone 1 – 3 indicators are lit and flashing 
3. After 5 seconds of non-action, the receiver will return to Normal Operation. 


